
pipemagic.com.au  |  admin@pipemagic.com.au | 0432 056 277

HOW IT WORKS

Just pull the pin and drop it in. Grease Grenade’s 
non-corrosive surfactant blend easily penetrates 
built-up grease and breaks down blockages. Our 
expertly formulated mix is designed to combat 
and prevent buildups of animal, vegetable and 
petroleum-based grease, fats and heavy oils.

Apply directly to existing access points or in 
hydro-jetting supply tanks, for a simple-to-use, 
cost-effective solution. With Grease Grenade, 
that blockage won’t know what hit it.

Perfect to apply to smelly bathroom or laundry 
floor wastes to dissolve and clear built up scum 
in drains. Eliminating nasty smells in your home.

Available quantities is 1L, 5L, 20L, 50L,
 larger quantities available on request. 

ELIMINATES FAT, OIL AND GREASE BLOCKAGES 
IN DRAINAGE AND WASTE LINES.

GREASE 
GRENADE 

IDEAL FOR
 � Commercial kitchens and   

food processing

 � Grease traps

 � Outlet and inlet drains

 � Sewerage and waste water networks

 � Long drainage lines from kitchen   
to grease trap.

 � Residential bathroom or laundry  
floor wastes or drains.

BENEFITS

REDUCES ODOURS. 
Grease Grenade works to remove the source of 
odours in your drainage, sewerage and waste 
water networks. 

OPTIMIZES FLOW RATE. 
Removes excessive amounts of grease, food oils 
and food residuals to prevent obstructions. 

FOOD SAFE. 
Our non-acidic, environmentally-friendly formula 
is safe for use in commercial kitchens and food 
processing areas.

COST EFFECTIVE. 
Grease Grenade can be utilized in a preventative 
manner to reduce long-term maintenance costs. 

SIMPLE TO USE. 
Grease Grenade is supplied as a concentrate. 
Before use, please consult the suggested dilution 
rates within this table.  
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DRAINAGE SYSTEMS 

1. Dilute 1L Grease Grenade solution with   
50L water. Place into jetting water tank   
or via venturi. 

2. Jet from downstream using a slow rotation 
jetting nozzle at a rate of 1 metre per second. 

3. Allow solution to soak for 10 minutes. 

4. Retrieve the jetting hose at full pressure at a 
rate of 1 metre every 3 seconds to clear out 
emulsified grease. 

HARD SURFACES

1. Dilute 1L Grease Grenade solution with 
100L water (or 50L water for heavy or 
hardened grease). 

2. Apply product with pressure washer or 
mop and allow solution to soak for a 
minimum of 10 minutes. 

3. Rinse surface thoroughly with clean water. 

4. Dry surface with a mop or squeegee.

SIMPLE TO USE

Grease Grenade is supplied 
as a concentrate. 

Before use, please consult 
the suggested dilution 
rates below.

Application Grease Grenade Water
Heavy grease 1 Litre 50 Litre

Moderate grease 1 Litre 40 Litre
Light grease 1 Litre 100 Litre

Concrete cleaning 1 Litre 5 to 10 Litres
Sewer jetting 1 Litre 100 Litres

Sewer jetting – heavy 1 Litre 50 Litres
Grease traps 1 Litre 5 to 20 Litres

AFTERBEFORE 


